MT-15

Self-Powered AC/DC Electric Motor Hour Meter

DIMENSION S: 73.66mm L x 45.7mmH x19.05mmD

DIMENSIONS : 73.66mm longueur x 45.7mm hauteur x 19.05mm profondeur
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FUNCTION

The MT-15, a self-powereddigtalhour meter for ebctricmotors,
keepstrad of true motor runringtime for dl types dAC or D C
electric motorsT he unit ispowered by aninternal ithium batery.
No external power connedions are required. Resettable vesion
also availalel

The operation ofthe hourmeter is triggered by a ®nsor atached
at theend of a4 feet (1.3m) external cable When plced on tle
motor, the £nsor sensesthe magnetic feld thraudh the motor
casirg

Since tte unitis triggeed by the motor’'s magnéicfield, the hous
display atual operation.This is useful formaintenane and
warrantyapdiatbns for anytypeof AC or DC powered dectric
motor. Whenthemotor is ON, the hours icon wilblinkindcatirg
hour meter is active.

With solidstate technology, the nitis bult for maximum durahbility
for harsh ewvirorments and rugged apdiations

Other cablelenghs availald.

= FONCTIONNE MENT

Le MT-15, un compteu d’heures congu pour lesmoteurséledriques a
courant dternatif ou continy offre une exaditude des heuresécoulées.
Cette unitéest alimentée par une pileinterne au lithium et ne requiert
aucunealimentation. Version aveaéarmement égalementdigoonible

Le fondiomement du comptaur d'heuresest déclenché parun capteur
fixé a1 boutd'uncable de4 pieds (1.3m). U ne fois hstalé sur le moteur,
le capturdétece le champmagrétique atrawers le boitierdu moteu.

Le fai que I'unié soit déclechée par le champ magétique du mowur,
les heures sont affchées entemps réel, ce quiest trés utik lors de
I'entetien et dansles cas de progmmmes degarantie de tous ks types
de moteurs électriques.Dés quele moteurcommerce a toumer, l'icdne
des heues clgnote et le temps estaffichéen dixieme d’heures jusqu'a
9,999.9 etreviert a zéro une fois @ttelimie atteinte.

Cette unitéest fabriquée pour ks enviromements industiels les plus
séveres.

Autres longeursde cablesdisponibles.

= TECHNICA L SPECIFICATION

9,999.9 hours

Large 8&nm diits

intend lithiumbattery

15,000 hours cantiruous munning
-40°Cto+ 85°C

Capacity:
Characterheight
Operating bdtery life:

Operatihg emperatue:

= FICHES TECHNIQUES

Capacité 9,999.9 heures
Hauteur des chifres : Chiffresde 8mm
Durée de vie:: pileau ithum

15,000 heures de fondiomementcontinu

Limites de tempratue: -40°C a +85°C

Dimensons: 73.66mmL x45.7mmH x 19.05mm D Dimensdons : 73.66mmLx457mmHx 19.05mm P
Vibrdion resisance: withstandd0to 75 Hzat 1-8 G's Résistanceanichoc : 10a75Hz a 1-8G’s
Configuatian: two hole base nount Montag : 2 vis

Z-TRAUQ INC. TEL. :(877) 798-7287 (877) 479-5878
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