
Features
•

 

Compatible with broad spectrum of 

battery voltage

•

 

9 different battery discharged curves 

(programmable by customer to tailor fit 

application)

•

 

Hour meter and service timer (both can be 

set by customer to specific hours)

•

 

Voltage monitor system with high and 

 low warning

•

 

10 LEDs battery indicator with additional 

3 LEDs for service, battery % and alarm 

alerts

•

 

Backlight with the option to turn off

Specifications

Operating voltage 

 

8-60 VDC

Voltage accuracy 

 

<± 0.5%

Applicable battery type 

 

Lead-acid, GEL, LiFE-PO4, 

 

AGM

Timing range 

 

0-99999H

Service range 

 

0-2000H

Battery indicator 

 

Within 10% accuracy

Timing accuracy

 

24H <± 10 seconds

Waterproof 

 

IP65

Operating temperature

 

-4°F to 149°F (-20°C to  65°C)

Display window 

 

1.14" x 0.43" (29mm x 11mm)

Product dimension 

 

2.54" x 1.61" (64.4mm x 41mm)

Weight 

 

0.115lb (52g)

Housing material 

 

ABS
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Input negative power supply and connect to the negative pole of battery

High level timing control terminal

Key switch

4 Input positive power supply and connect to the positive pole of battery

Output 5V voltage signal

Communication port, TTL level, standby

Communication port, TTL level, standby

Low level timing control terminal

1

2

3

6

5

7

8

4

connector

4321

8765

connector

connector 
y:b 

d
et

u
birtsi

D 

Battery
Discharge
Meter

877-798-7287                                                                                                                                 sales@z-trauq.com




