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EZM 3735

FEATURES:

Hours:Minutes:Seconds

Digital Clock
Tel.: 877-798-7287
www.z-trauq.com

EZM 3735

CONNECTIONS:

² Local or remote Start - Stop

² Internal buzzer

² 16 different buzzer tones

² Adjustable buzzer ring time

² Count up or down from set value

² SPDT output rated 16A @ 250VAC

² Adjustable energization or de-energization of output contact

² Scale Hours:Minutes or
 Minutes:Seconds or
 Second:Milliseconds 

² Password protection

Compact modern design combines:

ORDERING INFORMATION:
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115Vac (-15 to + 10%) 50/60Hz

 230Vac (-15 to + 10%) 50/60Hz

10 - 30Vdc

Supply Voltage

Output

SPDT

Complete the model number with the 
appropriate suffix.

eg. EZM 3735-4001 for a digital timer 
requiring 120VAC auxiliary supply voltage and 
having a SPDT output.

Don’t forget: SG77 for Nema 4X gasket kit
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Operating temperature:. -30 to 80°C
Humidity: . . . . . . . . 0 - 90% non condensing
Protection: . . . . . . . Nema 4
                                        (Nema 4X order with SG77)
Dimensions: . . . . . . 77W x 35H x 62.5D mm
Display: . . . . . . . . . 4 LED, 14mm tall
. . . . . . . . . . . . . 6 LED H/M/S/Output/Start/Pause

Power consumption: . . 1.5VA
Accuracy: . . . . . . . . + 1%

SPECIFICATIONS:

Distributed by:

RELATED PRODUCTS:

plus

internal Buzzer

Start / Stop / Count UP / Count Down / bright LED Indicators
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NO NCC

digital input

Inductive & 
Capacitive 
proximity switches

Ultrasonic 
sensors

Photoelectrics

Magnet 
sensing 
proximities

Counters
Batch Counters

Temperature & Process 
Controllers
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