
45TCR PT100 Temperature Control Relay 
Contrôleur de température PT100

 
 

 
 

 
 
 
 
 
 

 FUNCTION DIAGRAM 
GRAPHIQUE DE FONCTIONNEMENT 
 
                   Opération du relais: normal              Opération du relais : inversé 

Hyst
Set point

Relay operation = Normal Relay operation = Inverted

temperature temperature
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Alimentation : 
 
Variation d’aliment
Isolation: 

Consommation: 
(@ 115% du nom
Entrée : 
Échelles de tempé
 
Seuil de déclenche
Hystérésis: 
Décalage de temp
Délai de temps (t)
Température amb
Humidité relative: 
Capacité de la sor

 
 
 
Durée de vie élec
Sortie analogique :

Boîtier: 
Poids: 
Calibre du conduc

Homologations: 
CONNECTION DIAGRAM 
DIAGRAMME DE RACCORDEMENT 

 
PT100 0 - 10V DC (Relative to set point)

0 - 10V DC (Relative to measured 
      temperature)
For 24V DC only
connect between
A1(+) and A2(-)

Y1  Y2  Y3      X1   X2   Z

The relay is
shown in the
de-energised

condition
15   16   18      A1  A2  A3

Fit link* between 
Z and Y1 for 

200 to 300°C range

L 
115 or 230V

N

24V AC

*link

E ET INSTALLATION 
 

NTAGE, ISOLER L’ALIMENTATI
mme indiqué dans le diagramme ci-
ux lors du raccordement). 
lle de température requise (note : r
00 à 300oC) 
mentation (DEL verte allumée) 
que (0-10vcc) 
 relative au seuil de déclenchemen
enue en raccordant les terminaux Y
 relative à la température mesurée

accordant les terminaux Y1 et X2. 
ur régler un problème) 
nnexions et la tension présente.

 rouge clignote, vérifier les conne

ECHNIQUES

 24VCC, 24/115VCA
 * transformateur int

ation:  0.85 – 1.15 x Un 
3.75kV (note : aucu
sortie analogique) 
≈ 4.5VA (27.6VCA)

inal) ≈ 1W (27.6VCC) 
PT100 2 ou 3 fils (D

rature réglable : -50 à 50oC, 0 à 50o

300oC 
ment:: 0-100% de l’échelle

0.5-20 % 
érature :  0.05% / oC (max) 
 : 200ms (pire cas : 5 
iante: -20 à +50°C 

+ 95% 
tie: 1 inverseur  

AC1 :  250V CA 8A
AC15: 250V CA 5A
DC1: 25V CC 8A (2

trique: ≥ 150,000 opératio
 0-10VCC (relative a

température mesuré
UL94 VO 
≈ 200g 

teur : < 2 x 1.5mm2 toro

 UL, CUL, CSA,  IEC
MOUNTING DETAILS
INSTRUCTIONS DE MONTAGE 
 

 
78

74

Insert screwdriver
to release clip

  
Width / largeur 45 mm
  

   

2 OR 3 WIRE PT100 INPUT 
MONITORING OR CONTROL OF TEMPERATURE – 50oC TO 
300oC (5 RANGES) 
ADJUSTABLE SET POINT AND HYSTERESIS  
RELAY OPERATION INVERSION SWITCH – 
NORMAL/INVERTED 
ANALOG OUTPUT (0-10VDC) RELATIVE TO SET POINT OR
MEASURED TEMPERATURE 
DUAL VOLTAGE SUPPLY (AC ONLY) 
LED INDICATION OF RELAY AND SUPPLY STATUS 
DIN RAIL OR DIRECT MOUNTING 
 

ENTRÉE PT100 À 2 OU 3 FILS 
CONTRÔLE DE LA TEMPÉRATURE DE –50oC À 300oC (5 
ÉCHELLES) 
SEUIL DE DÉCLENCHEMENT ET HYSTÉRÉSIS RÉGLABLE  
INVERSION DE LA SORTIE RELAIS 
SORTIE ANALOGIQUE (0-10VCC) RELATIVE AU SEUIL DE 
DÉCLENCHEMENT OU LA TEMPÉRATURE MESURÉE 
BI-TENSION (CA SEULEMENT) 
INDICATEUR DEL - ÉTAT DU RELAIS ET DE L’ALIMENTATION
MONTAGE SUR RAIL DIN OU PLATINE 
ON. 
dessus (s’assurer d’utiliser les 

elier les terminaux Y1 et Z pour 

t (i.e. seuil à 20% = sortie 
1 et X1. 
 selon l’échelle choisie est 

 
xions PT100. 
INSTALLATION AND SETTING 
 

EFORE INSTALLATION, ISOLATE THE SUPPLY 
onnect the unit as shown in the diagram above (ensure the correct terminals

are used when connecting the supply). 
elect the required temperature range (N.B. fit link between terminals  ‘Y1’ 
and ‘Z’ for 200 to 300oC range) 
Apply power (green LED on) 
alog output (0-10vdc) 
onnecting between terminals ‘Y1’ and ‘X1’ provides DC voltage relative to 

the set point (i.e. set point @ 20% = 2DC out) 
onnecting between terminals ‘Y1’ and ‘X2’ provides DC voltage relative to 

the measured temperature within any range selected. 
oubleshooting 
heck wiring and voltage present. 

f the red LED flashes, check PT100 connections. 
, 24/230VCA 45-65Hz* 
égral  

ne isolation entre l’alimentation et la 

, 4.8VA (254VCA) 

IN 43760)  
C, 0 à 100oC, 100 à 200oC, 200 à 

 de tempérautre choisie 

x t) 

 (2000VA) 
 (no), 3A (nf) 
00W) 

ns à la charge nominale 
u seuil de déclenchement ou à la 
e) 

nné, < 2 x 2.5mm2 solide 

, CE  
TECHNICAL SPECIFICATION 

ply voltage: 24VDC, 24/115VAC , 24/230VAC 45-65Hz* 
* Integral transformer 

ply variation: 0.85 – 1.15 x Un 
lation: 3.75kV (N.B. There is no isolation between input 

and analog output) 
er consumption : ≈ 4.5VA (27.6 VAC), 4.8VA (264 VAC) 

 115% of Un) ≈ 1W (27.6 VDC) 
ut: PT100 2 or 3 wire (to DIN 43760) 

perature ranges: - 50 to 50°C, 0 to 50oC, 0 to 100oC, 100 to 200oC,
lectable)  200 to 300oC 
 point: 0 – 100% of selected temperature range 
steresis: 0.5 – 20% 

perature drift: 0.05% / oC (max) 
e delay: 200ms (worst case 5 x t) 
bient temperature: - 20 to + 50oC 
ative humidity: + 95% 
tput: SPDT 
tput rating: AC1  250V AC 8A (2000VA) 

AC15 250V AC 5A (no), 3A (nc) 
DC1 25V DC 8A (200W) 

ctrical life: ≥ 150,000 ops at rated load 
log output: 0-10 VDC (relative to set point or measured temp) 

I  – 2mA R load  ≥ 5 Kohms max

using: to UL94 VO 
ight : ≈ 200g 
unting option: onto 35mm symmetric DIN rail to BS5584:1978 
minal conductor size: < 2 x 1.5mm2 stranded wire, < 2 x2.5 mm2 solid 

rovals: UL, CUL, CSA, IEC, CE  
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