INDUCTIVE SENSORS M8 x 1

CYLINDRICAL SHORT HOUSING S SERIES

3 WIRES D.C.
CONFORMING TO EN 50044
VERSION-C

STANDARD SWITCHING DISTANCE A A * A
% EXTENDED SWITCHING DISTANCE . 28 i
A EMBEDDABLE  (FLUSH MOUNTING) D
LED LED
NOT EMBEDDABLE = & ﬁ A A ﬁ
(NON FLUSH MOUNTING) ALWAL AN o . WA
0 S0, =
TECHNICAL CHARACTERISTICS - ‘ =
Dimensions mm = 4 i a8
NPN NO | SI8-C1NPNNOS SI8-C1NPNNOH1S SI8 - DC 2 NPN NO S
AMPLIFIED NC SI8-C1NPNNCS SI8-C1NPNNCH1S SI8 -DC 2 NPN NC S
3 WIRES D.C. oNP NO | SI8-C1PNPNOS SI8-C1PNPNOH1S SI8-DC2PNPNO S
NC SI8-C1PNPNCS SI8-C1PNPNCH1S SI8 - DC 2 PNP NC S
Switching distance (Sn) mm 1.5 1.5 2
Continuous voltage (residual ripple  <10%) V 6+ 30
Hysteresis (%Sn) mm < 10%
Switching frequency Hz 2000
Repeatability % of Sn <3
Max output current mA 200
Absorption at 24Vdc mA <12
Voltage drop (sensor ON) Vv <18
Short circuit protection Incorporated
Led Incorporated
Temperature limits °C -25++70
Degree of protection IP | Depending on connector | 67
Housing Stainless steel
Cable PVC 2m 3x0.14 mm ? 3x0.14 mm ?
Connector plug H1
CONNECTION WITH H1 - H PLUG
PHELNE SIS FOR THE CONNECTORS SEE PAGE 85
o + o + 4 VIEW OF MALE CONNECTOR ~ H1
oo |_BLACK oo | BLACK 1=Brown / +
1 3 3=Blue/ -
BLUE — BLUE —
FNPNO NPRNO 4 =Black / output NPN-PNP / NO-NC
> BROWN + BROWN +
o BLACK <H>4 |__BLACK = VIEW OF MALE CONNECTOR H
E 0 1=Brown / +
PNP NC - NPN NC - 1 3 3=Blue/ -
4 = Black / output NPN-PNP / NO
2 = Black / output NPN-PNP / NC
N.B.: On request is available cable for sensors with different length 2

3.5-7.5-5-10 metres.
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INDUCTIVE SENSORS M8 x 1
CYLINDRICAL SHORT HOUSING S SERIES

3 WIRES D.C.

CONFORMING TO EN 50044

VERSION-C

* A

SI8 - DC 2 NPN NO H1 S
SI8 - DC 2 NPN NC H1 S

* A

LED x 4
!““[ ]I‘! AL P
1\ lbm{ .

49 ‘

—=
f—

@

SIB-DC2NPNNOHS
SIB-DC2NPNNCHS

3

SI8 - DCE 3 NPN NO §
SI8 - DCE 3 NPN NC S

3

28
LED X 4

A AMAARAN!
SERN N BN

o U ‘

==
|

44

SI8 - DCE 3 NPN NO H1 §
SI8 - DCE 3 NPN NC H1 $

SI8 - DC 2 PNP NO H1 S
SI8 - DC 2 PNP NC H1 $
2

SI8-DC2PNPNOHS
SI8-DC2PNPNCHS
2

<12
<1.8

SI8 - DCE 3 PNP NO S
SI8 - DCE 3 PNP NC S
3

Incorporated

Incorporated

-25++70

Depending on connector

H1

67

Acciaio inox

INSTRUCTIONS FOR CORRECT INSTALLATION

EMBEDDABLE

D >D/2 D

ST

Side by side mounting

TTTHTITHATTTHY
TTLITUTTLTT ALY

Flush mounting

3 x0.14 mm?

SI8 - DCE 3 PNP NO H1 S
SI8 - DCE 3 PNP NCH1 S

3

Depending on connector

H1

NOT EMBEDDABLE

Side by side mounting

(ITTTTVY

Flush mounting
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INDUCTIVE SENSORS M8 x 1

CYLINDRICAL LONG HOUSING
3 WIRES D.C.

CONFORMING TO EN 50008 - EN 50044

VERSION-C
STANDARD SWITCHING DISTANCE A A A
% EXTENDED SWITCHING DISTANCE "
42 42 |
A EMBEDDABLE (FLusH MOUNTING) ‘ LED x 4
LED LED X 4
A M ’7
LALALAAMAAA
G NSNS IR B B PRSI e
TECHNICAL CHARACTERISTICS o, ‘ ‘ . |
57 |
Dimensions mm ‘ ‘
NPN NO SI8 - C 1 NPN NO SI8 - C 1 NPN NO H1 SI8-C 1 NPNNOH
AMPLIFIED NC SI8 - C 1 NPN NC SI8 - C 1 NPN NC H1 SI8-C1NPNNCH
3 WIRES D.C. oNP NO|  SI8-C1PNP NO SI8-C1PNPNOHT | SI8-C1PNPNOH
NC SI8 - C 1 PNP NC SI8 - C 1 PNP NC H1 SI8-C 1 PNP NCH
Switching distance (Sn) mm 1.5 1.5 1.5
Continuous voltage (residual ripple <10%) V 6 + 30
Hysteresis (%Sn) mm <10%
Switching frequency Hz 2000
Repeatability % of Sn <3
Max output current mA 200
Absorption at 24Vdc mA <12
Voltage drop (sensor ON) \Y% <1.8
Short circuit protection Incorporated
Led Incorporated
Temperature limits °C -25++70
Degree of protection IP 67 | Depending on connector | Depending on connector
Housing Stainless steel
Cable PVC 2m 3 x0.14 mm?
Connector plug H1 H
CONNECTION WITH H1 - H - K PLUGS
I il FOR THE CONNECTORS SEE PAGE 85
4 VIEW OF MALE CONNECTOR H1
> BROWN + > BROWN + 1 = Brown / +
o | Black o | BLACK [ g 3 =Blue / -
BLUE BLUE 4 = Black / output NPN-PNP / NO-NC
PNP NO - NPN NO -
4 VIEW OF MALE CONNECTOR H
. 3 1 =Brown / +
Qo I " 3 2 Blnck 7 output NPN-PNP / NO
4 BLACK i, | BLACK = Black / output -
PNP NC | ELE NPN NC | BLE 2 = Black / output NPN-PNP / NC

N.B.: On request is available cable for sensors with different length

3.5-7.5-5-10 metres.

VIEW OF MALE CONNECTOR K

2 = Brown / +

1 =Blue / -

+ = Black / output NPN-PNP / NO-NC
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INDUCTIVE SENSORS M8 x 1
CYLINDRICAL LONG HOUSING

3 WIRES D.C.

CONFORMING TO EN 50008 - EN 50044

VERSION-C

* A * A * A
42 42 ) 38
LED LED X 4 LED x 4

Wh\hmm“mm\w L m ALLALAARAAARANY
4@ AN ATTA AL \\\\N\W\\’\NJ(\U\\[ ,7%

50 62

SI8 - DC 2 NPN NO
SI8 - DC 2 NPN NC

SIB-DC2NPNNOHI
SI8-DC2NPNNCH1

SI8 -DC2NPNNOH
SI8 - DC 2 NPN NC H

* A

38

LA AL ALY
TTTRITI VIOV

SI8 - DC 2 NPN NO K
SI8 - DC 2 NPN NC K

SI8 - DC 2 PNP NO
SI8 - DC 2 PNP NC

SI8-DC2PNPNOHI1
SIB-DC2PNPNCH 1

SI8 - DC 2 PNP NOH
SI8 - DC 2 PNP NCH

2 2 2
6+ 30
<10%
2000
<3
200
<12
<1.8
Incorporated
Incorporated
-25++70
67 |

Depending on connector | Depending on connector

Stainless steel

3 x0.14 mm?
H1 H1
INSTRUCTIONS FOR CORRECT INSTALLATION
EMBEDDABLE
D 2D/2 D
T

qj“““““ ATTHATY
IULIETRTATI O

Side by side mounting Flush mounting

SI8 - DC 2 PNP NO K
SI8 - DC 2 PNP NC K
2

K (type 11)
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